
Key Features & Benefits

Seamless Deployments
Moso Connect 5G integrates seamlessly into enterprise
environments with zero-touch provisioning and
compatibility with Moso Canopy indoor and outdoor
radios. The RedCap adapter supports 5G SA mode and
is backward compatible with 4G LTE networks. 

Intelligent Remote Management 
The RedCap adapter integrates with the Moso Intelligent
Management Platform (IMP) for secure over-the-air
firmware updates. It also supports limited webGUI access
for debugging and configuration, along with local firmware
update options.  

The Moso Connect 5G RedCap adapter
expands the 5G device ecosystem,
accelerating private network adoption
and enabling digital transformation
across industries. It connects any
Ethernet or serial-capable device to a
private 5G or LTE network—eliminating
costly, inflexible wired connections.  

Up to 220 Mbps DL and 50 Mbps UL 
Moso Connect 5G supports Sub-6 GHz frequencies and
leverages 3GPP R17 RedCap technology to deliver peak
data rates of 220 Mbps downlink and 50 Mbps uplink.

Optimized 5G Connectivity for Industry 4.0
The RedCap adapter enables enterprises to balance
performance, cost, and complexity. It supports a wide
range of Industry 4.0 applications that require
moderate throughput, including AI-powered video
surveillance, smart metering, and remote asset
tracking. 

Rugged, compact design with anti-UV coating and IP64
compliance 
Versatile installation: wall-mount, ceiling-mount, DIN rail, or
desktop/portable use

Moso Connect 5G
Sub-6GHz RedCap

 Contact info@mosonetworks.com for more information

3GPP 

R17 RedCap

Up to
220

Mbps DL

50

Mbps UL 

3x

SMA antenna connectors

Advanced networking support for DHCP, NAT/PAT, SSH,
VRRP, PPPoE, SNMP, SMTP, and IPv6 
Flexible SIM options: dual push-push nano SIM slots (2FF)
with cover, plus optional eSIM 



Contact info@mosonetworks.com for more information or ordering
Datasheet Moso Connect 5G | www.MosoNetworks.com

© Copyright 2025 Moso Networks. All rights reserved.11/14/2025

Technology
Specifications

CPU

5G Standard

LTE Standard

Qualcomm SDX35

3GPP R17 5G RedCap SA
Sub-6GHz

3GPP LTE Cat 4

Tx Output Power 5G SA 
5G RedCap with fallback to LTE or 5G NR 

5G Bands:
n2/5/7/12/13/14/25/26/30/38/41/48/66/70/71/77/78
LTE Bands:
B2/4/5/7/12/13/14/17/25/26/30/38/41/42/43/48/66/71

Bands

Bandwidth 10/15/20 for TDD 
5/10/15/20M for FDD

3x SMA connectors: 2 for 5G/LTE, 
1 for GNSS

SIM

1x 1Gbps port with PSE max 30W
(Vin=48VDC)Ethernet

Interfaces

1x RJ45 
1x RS232 (Tx, Rx, RTS, CTS, GND) 
1x RS485 (A-, B+, GND) 
1x RS422 (Tx+, Tx-, Rx+, Rx-, GND) 
1x USB 2.0 Micro USB Type-B (Optional)
Reset Button

Antenna

2x Push-Push SIM slot (Nano SIM - 2FF)
with cover 1 x eSIM (Optional)

LEDs
3 LED indicators 
3-level Signal Strength, 
Status/Activity and Power

HW WatchdogWatchdog

Dying Gasp Last Gasp Super Capacitor

Compliance & Certification
Specifications

FCC, IC, CECertification

Environmental
Compliance

REACH, RoHS3, and WEEE compliant

Safety/EMC

EN 60 950-1 
EN 301 489-1, EN 301 489-19, EN 301 489-52 
EN 61000-6-2, EN 61000-6-4 
FCC 15.107 Class B 
FCC 15.109 Class B, IC

Software Features
Specifications

Networking Protocols DHCP, NAT/PAT, SSH, VRRP,
PPPoE, SNMP, SMTP, IPv6

Local Management
Secure, limited webGUI access for
Debugging and Configuration
Local firmware updates

Power Saving
Options

eDRX – Discontinuous Reception
WUS - Wake-Up Signal

Remote
Management

Integrated Remote Management
via Moso IMP Automatic over-the-
air firmware updates

Physical & Environmental
Specifications

Power Supply

Physical Size

Enclosure

9 – 36 V DC (2-pin terminal block)

147 x 95.5 x 42.5mm

Mounting Option Wall-mount, Ceiling-mount, DIN Rail,
Desktop/Portable

Operation
Environment

Metal

Temperature: -20°C to 60 °C
Humidity: 5% to 95% non-condensing

Storage
Environment

Temperature: -40°C to 85 °C
Humidity: 5% to 95% non-condensing

IP42Ingress Protection

Mounting Options Wall-mount, Ceiling-mount, DIN Rail,
Desktop/Portable

Ordering Information
Product Number

AB01 Moso Connect 5G

Description

Performance

Expected Peak
Data Rates

Up to 150-220 Mbps DL
Up to 50 Mbps UL

Specifications


