
Key Features & Benefits

Seamless Deployments
Easily mounted on a wall or ceiling mounting
with a bracket, the 4GID1 deploys seamlessly
into existing enterprise environments.

Zero-touch Provisioning
Enables zero-touch provisioning and integrated,
cloud-based RAN management for seamless
deployment and optimization.

The Moso Canopy 4G Indoor radio is
FCC Part 96 certified and is a CBSD-
Category A device. Using enterprise-
class Qualcomm chipsets, this radio
comes with omni-directional antennas
and secure ceiling/wall mounting
options. Additionally, it is integrated
with major core providers and
supports multiple IPSec tunnels,
synchronization via PTP or GPS, and
SAS via direct connection or Domain
Proxy.

Core Provider Integration
Integrated with major core providers and
supports synchronization via PTP or GPS, and
SAS through direct connection or Domain
Proxy.

Advanced Security 
Built-in security for robust wireless
communications with mutual authentication,
secure data transfer, and secure RAN
management.

Lightweight, compact design for easy
installation (2kg) 
Supports MOCN neutral host as a cost
effective and fast replacement option for DAS
systems

Moso Canopy
4GID1

 Contact info@mosonetworks for more information

21W

Power consumption

 128 

Active Users

<51W

Power consumption

4x

5dBi antennas

Simple for enterprises to deploy in warehouses,
manufacturing facilities, hospitals, and offices
Supports mission critical use cases like public
safety and government



Technology
Specifications

Radio Type

Band

Bandwidth

4G Indoor Enterprise All-in-One

B48 3550 ~ 3700MHz (CBRS)

B48: 5 /10 / 15 /20 MHz per carrier (up
to 2x20MHz)

Tx Output Power Max 30dBm EIRP / Up to 23dBm per
antenna port CAT A CBSD

2x2 DL/UL MIMO 2CC DL/UL
CA Up to 256-QAMRF Capability

Antenna
Internal – 4x 5dBi antennas, Omni-
directional 1x GPS Antenna port
(SMA)

PTP (IEEE 1588v2) Option for
GNSS antennaTiming

128 Active Users (64 per carrier)Active Users

1GE with PoE+ (IEEE 802.3at) 1GE for LAN
management

Network Interfaces

Power Consumption 21W

Software Features
Specifications

Multi-Core
Integrated with major EPCs
MOCN 
6 PLMN-IDs

Voice VoLTE with QoS

Extra Frame Configuration: CBRSA (1/2)
SAS Direct Connection Moso Network’s
CBRS Domain Proxy

CBRS Support

Mobility S1 Flex 
S1 and X2 Handovers

E911, Wireless Emergency Alerts,
Wireless Priority Service

Regulatory

Distributed: Auto PCI, ANR, MLB,
HO (Optional)SON

Multiple IPSec tunnelsSecurity

Integrated Remote Management
with Moso Control Dual OAM
Connections Zero-touch
Provisioning KPIs, Diagnostics,
Upgrades

Remote
Management

Ordering Information
Model

SCE4255W-BCs-A5
Moso Canopy 4G Indoor (CBRS)
B48 Radio

Description

Compliance & Certification
Specifications

FCC Part 96 Category A OnGoCertification

Contact info@mosonetworks for more information or orders
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Physical & Environmental
Specifications

Power Supply

Physical Size

Weight

DC or PoE+ (IEEE 802.3at)

265 x 210 x 80 mm

Mounting Option Wall or ceiling mounting with a bracket

Operation
Environment

2kg

Temperature: -5° to 40°C 
Humidity: 5% to 95% RH non-condensing

Storage
Environment

Temperature: -40° to 70°C 
Humidity: 5% to 95% RH non-condensing


